U.S. DEPARTMENT OF LABOR
Occupational Safety and Health Administration

MATERIAL SAFETY DATA SHEET

Form Approved
OMB No. 44-R1387

Required under USDL Safety and Health Regulations for ShinR_gpaiﬁng,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION |
MANUFACTURER'S NAME ' - ' .| EMERGENCY TELEPHONE NO.
E & H laminating & S!,;ttln% Co. (2¢4) 345-1725
ADDRESS (Number, Street, City, State, and ZIP Code) .

138 Grand _Street Paterson., NJ 07501

CHEMICAL NAME AND SYNONYMS

TRADE NAME AND SYNONYMS

Phenolic modified polyisoprene E&H 282
CHEMICAL FAMILY FORMULA ,
Modified polyisoprene Praoprietary

SECTION Il - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS % | TLV ALLOYS AND METALLIC COATINGS % | (LL-V)
. . (Units) nits}
PIGMENTS N.A. BASE METAL NeAwy:
CATALYST NA. . , ALLOYS NAw
VEHICLE N.A 1-100 oy METALLIC coaTiINnaAL:
—Totuene=t metnyL ety I T 2=¢00 PP FiLLER METAL e
SOLVENTS ketone=2 Havane<2 =100 “E[m PLUS COATING OR CORE FLux MA:
ADDITIVES N A, OTHERS O NvA
OTHERS N.A. o \‘
! TLV
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | (Units)
None

SECTION 1il - PHYSICAL DATA

201G pot o7 VSTH EReSTRYCIRRIRRTERC [ reericanayirv e "D Lighter. than ater

'VAPOR PRESSURE (mm Hg.) gg{R\?gfL‘lJM\éO(;ATILE
4 ’ J EVAPORATION RATE
VAPOR DENSITY (AIR=1) Hegvier than air R i)y Slower than ether
SOLUBILITY IN WATER _ - X
APPEARANCE AND 0DOR Light yellow solution-odor of aromatics/ketones.

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method used) 18°F FLAMMABLE LIMITS Lel Uel

EXTINGUISHING MEDIA Foam
’

water spray(fog) dry chemical, carbon dixoide & vap: rising

SPEcr’nftHHk‘é ﬁ&H&lhﬂﬁFh‘é@EtﬂWEsU"—' suitables
Use dry chemical, foam of carbon d10x1de.

Water may be

ineffective, but water should be used to keep exposed material cool.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Extremely flammable-vapors can explode.
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“SECTIONV - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE ’ . .
Hexane-100 ppm; toluene-100 ppmimethyl ethyl ketone-200 ppm

EFFECTS OF oV‘":‘L‘E""c’s‘u“EOverexposure can result in central nervous system: depression,
LL..DulLJ.llé nTnauseas u.l.LL.ﬂlt:bS, headache—and—Toss—of—consciousness~ VdeL'b & UU>t

. if formed may be irritating to eyes and respiratory tract.
EMERGENCY AND FIRST AID PROCEDURES Inhalation:Remove to fresh air. If respiration stops,
. : eitation.— Get—meda:ea%ﬁeeeﬁ-t-teﬁ——slaﬁ*—%sh—thmﬂghf/
with soap & water. Eyes: Flush with water holding eyelids open, for 15 mins., Bif
irritation persists get medical attention. Ingestlon. Induce vomlttlng under mpdical

' s did
SHPeriSiefr'bee-aﬂse-&sptraﬁ:eﬁ—rn-te—hmgs—must pe—avordéd—Ffunconctous—or-very

i u
“drowsy—do1ot—givetiquidsor induce vomittin

ECTION VI - REACTIVITY DATA

STABILITY CONDITIONS TO AVOID ngh storage temperatures
UNSTABLE
: sparks, flames oxidiZerg. ..._
STABLE X Do not allow build of fumes.

INCOMPATABILITY (Materials to avoxd}Odelz ers. chlorine hypochlorltes
’ ’ .

HAZARDOUS DECOMPOSITION PRODUCTS ~ Complete combustion will produce carbon d10x1de, carbon

monoxide, steam, etc. Fumes, smoke from 1nr~nm§1pfp r*nm’hn?g*lnn
CONDITIONS YO AVO - A
HAZARDOUS MAY OCCUR High temperatures, sparks,

POLYMERIZATION

WiLL NOT OCCUR X |flames. Oxidizers like chlorine, hypochlorites,

concentrated oxygen.

SECTION Vil - SPILL OR LEAK PROCEDURES
STEPS TO éE TAE(EN.IN CASE MATERIAL 1S RELEASED OR SPILLED .
‘Remove all ignition sources. FEvacuate area, Remove solution. Add abdorbent (sand, eatth,
sawdust, etc.)to spill area. Avoid breathing vapors. Keep out of sewers and watercour
by—diking—and—impounding-—Advise authorities if thereIs danger of material enterin

water, sewer or land areas
WASTE DISPOSAL METHOD

Assure comformity with applicable disposable regulations. Place in a dispnsal facilty
approved. undér RCRA regulatlo_ns for hazardous waste. Use non-leaking containers, seal
tightly-and—tabel—property:

\

o

SECTION Vill - SPECIAL PROTECTION INFORMATION

N o .LUL UL galri—vdapoL . SPECIAL

ES T Spegl : 3
§ve?.13§ég§ﬁ§§mEfn'efc”cfn‘:’cf '-fﬂy P Vseopplidpah approyed respirator as requived to PLevens ior
VENTILATION ]

Explosion proof ventilation

MECHANICAL /Gencrali OTHER N
: osion proof ventilation N
PROTECTIVE GLOVES EYE PROTECTION .
[Jse” impervious gloves & protective clothing Use chemical goggles.
OTHER PROTECTIVE EQUIPMENTDUE to high flammability of solvents all equipment must be

roundad Tlca av*n1 r\c-v atal nroaf 113 i
oIt fi t)z.. A A "] \_\.iu_l.tllll\alll— .

SECTION IX - SPECIAL PRECAUTIONS .

PRECAUTIONS TO BE TAKEN IN HANDLING AND sTORINGKEED containers closed when not in use. Do npot
ndle near neat, sparks, flames or strong oXidants. Provide ventilation equivalent

“ppo outdoors.
OTHER PRECAUTIONS Avoid breathing vapors. Avoid prolorfiged of repeated contact with sKin
Remove contaminated clothing Wash thoroughly with socap & water.  Remove contaminatéc

shoes. Wash eyes thoroughly

GPO 934.110 ' :
PAGE (2) DISCLAIMER: This information is presented without any Form OSHA-20
repr _ese"nFat‘l_g‘ or warrant éole%?;lfor the guidance of the user and - Rev. May 72

s not.
ﬂlser shégfgn eterr?uggcgtn}[{]tg 1ty <%m§piu£ca ?ggn} g ﬁl{syﬁggréggiiggmgroced res-

observe all safcty precautions. nt an
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